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Response to Advisoiy Action Mailed June 6, 2007 



AMENDMENTS TO THE CLAIMS: 

This listing of claims wiU replace all prior versions and listings of claims in this 
application. 

1. (Currently Amended) A driver structure configured to drive a U-character 
shaped staple including a pair of leg portions configured to pass througli a bundle of papers and a 
crown for connecting the pair of leg portions, the driver structure comprising: 

a blade edge disposed to be in contact with the staple; 

a^first prr . j ^ rtina p . -.it ft pair of broie r tinn-; each proiection of said first pair belng .provided 
at an opposite end perti©»9 portion of the blade edge, and being disposed to be in contact with 
eaehs corner formed between the crown and eaehflOfi of the leg portions for pressing the pair of 
leg pertiefi* portion perpendicularly when the peAf^ leg portiono paao portjpn pasges through the 
bundle of papers; and 

a_second projecting part s pair of proje ctions, each nroiection of said second pair being 
provided on the blade edge in vicinity of one of the projectiQins Of sa'd first pair , firot proj e cting 
fsntB and being configured to be in contact with the crown in vicinity of onsjjLthe pair of leg 
portions when the pai*^leg f w.rfinnr . par . n portion passes through the bundle of papers, 
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wherein each projection of ^ gaid second pair proj e cting porta has a corner portion 
disposed adjacent to one of t he ewnep corners of the staple, which engages with the crown and is 
configured to prevent the com e rs corncf of the leg portions staple from slipping toward a central 
side of the crown, and 

wherein each projection of tb» said first proj e cting parts have pair has a guiding swfeee^ 
surface positioned at least partially outside of an outside edge to guide outsidoa of one of the leg 
portion s, so as to guide said outside edge of the leg portion and restrict the broadening of a 
leading e»d5 end of the leg portions portion when the leg portions portion of the staple pass- 
passes through the bundle of papers. 

2. (Cancelled). 

3. (Currentiy Amended) The driver structure according to claim 1, further 
comprising a third projecting part middle projectioiit provided on the blade edge between the 
projections of said second pair, projecting parts to hold the crown of the staple when the pair of 
leg portions pass through the bundle of papers. 

4. (Currentiy Amended) The driver structure according to claim 3, wherein the 
third projecting part middle projection comprises a crown pressing portion to press the crown. 
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